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• Transmitter with 4-20 mA 2-wire ( PASSIVE ) for Pt100, Pt1000 

Ni100 sensors and wireless 2-3-4 for temperature measurement 
in industrial environments, with excellent EMC characteristics. 

• Allows remote transmission temperature , with safety and inter-
ference immunity . 

• The output is linearized with temperature, with a high load ca-

pacity loop that allows a wide range from 6V to 30V supply (pro-

tected against polarity reversal) . 

• It has an intelligent adaptive filter to stabilize the signal. 

• Its small size , encapsulated and sealed with resin format 
provides high electric strength, mechanical and environ-

mental . 

• Allows a quick and easy configuration via PC through wire-

less communication module based programming with USB 

( promptly via smartphone) . Is not necessary to connect any 
cable and avoid to waste time and made mistakes with wrong 
connections.

• It has an internal data logger that records temperature continuously for subsequent dump 

to your computer. 

• High accuracy by the A / D 16bit ( < 0.1 ° C). 

TEMPERATURE TRANSMITTER 4/20MA 
PASSIVE HT-RTD
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Tran
s m itte r 4/

20m A Pas s iv e
PROGRAMMER

4.. 20mA

Pt100
Pt1000
Ni100

4

Data
Logger

RTD
(Pt100, Pt1000, Ni100)

ERROR CORRECTION
digitally sensor.
Calibration gain x
                 offset  +/-

HIGH CAPACITY
load 900Ω at  24VDC.
Allows a large number of receivers.

WIDE RANGE
supply 6.. 30V.
Low power consumption.

WIRELESS PROGRAMMING
Quick and easy configuration via PC.
No connections. Without calibrators.
(promptly via smartphone).

RFID

DATA LOGGER
Incorporates recording temperature / t ime.
Review of events, failures, ..
Wireless download to Pc.

t

ºC

HIGH PRECISSION
Allows up to tenths of a degree.
Example 52.7 ° C.
2-3-4 probe strands.
(4-wire high precission).

0,1ºC
16bits

PROTECTED
Fully encapsulated in epoxy resin.
Harsh, host ile environments.
Tropicalized.
Work´s temperature -40/+85ºC

3

2

1

6V

FLOATING CLAMPS
Includes spring-loaded screws.
Facilitates the incorporation
to DINB heads.

CABEZAL-RTD

HERTEN
Camí Hostalassos, nave 11
12.550 Almazora (Castellón)

Tel. 964 211 181 - Fax 964 207 390
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Transmitter with 4-20 mA 2-wire ( PASSIVE ) for Pt100, Pt1000 Ni100 sensors and wireless 
2-3-4 for temperature measurement in industrial environments, with excellent EMC characte-
ristics
.
Allows remote transmission temperature , with safety and interference immunity .
The output is linearized with temperature, with a high load capacity loop that allows a wide 
range from 6V to 30V supply (protected against polarity reversal) .

It has an intelligent adaptive filter to stabilize the signal.

Its small size , encapsulated and sealed with resin format provides high electric strength, me-
chanical and environmental .

Allows a quick and easy configuration via PC through wireless communication module based 
programming with USB ( promptly via smartphone) .
It has an internal data logger that records temperature continuously for subsequent dump to 
your computer.
High accuracy by the A / D 16bit ( < 0.1 ° C).

TECHNICAL CHARACTERISTICS:
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The transmitters can be configured in two ways:

a)With a data base RFID + PC program 
b)With an Smartphone with NFC system and a concrete program ( Only for Android)
Of this way you can configured the transmitter in the office or if you need in field of working.

REALLY EASY AND FLEXIBLE TO CONFIGURE

PUT THE 
TRANSMITTER HERE

mailto:comercial@hertensl.com
http://www.hertensl.com
mailto:comercial@hertensl.com

